Cylinder Accessories
Mounting attachments for standard cylinders ISO 6431

Male Hinge Mounting For

Articulated Head,

With mounting bolts

Material: Die cast aluminum

Dimensions: In millimeters
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Piston | A B C D E EN | ER F H M N R Weight

Type Art. No. DB (mm)| £02 | max. | 3514 | W7 | W13 | 01 | max. | HIT G +0.5 L H13 | *05 +0.5 $ e(;?
MHAS-32 54405 32 325|105 22 | 10 | 6.6 | 14 | 16 | 30 9 - 45 | 11 | 5.5 - 4 62
MHAS-40 54411 40 38 (12 |25 (12 |66 |16 |19 | 35 9 - 52 | 11 | 55 - [} 100
MHAS-50 54417 50 46.5| 15 | 27 | 16 9 21 21 [ 40 | 11 | 51 65 | 15 | 6.5 18 8 180
MHAS-63 54423 63 56.5| 15 | 32 | 16 9 21 24 | 45 | 11 - 75 | 15 | 6.5 - 8 244
MHAS-80 54429 80 72 |18 | 36 | 20 | 11 | 25 [28.5| 45 | 14 |72 | 95| 18 | 10 24 | 10 | 476
MHAS-100 |54435| 100 89 | 18 | 41 20 | 11 25 | 30 | 55| 14 - 115118 | 10 - 10 | 646
MHAS-125 |54441 125 110 25 | 50 | 30 [13.5| 37 | 40 | 60 | 20 - 140| 20 | 10 - 13 |1,410
Male Hinge Mounting,
With mounting bolts
Material: Die cast aluminum
Dimensions: In millimeters
T Art. | Piston | oA | 0 | ¢ | D | F |l | LIM|NJ|R/| S | T Weight

ype No. | @ (mm) +0.2 +0.2 H13 H9 +0.5 H13 HI1 max. (9)
MHS-32 54404 32 32.5 26 22 6.6 5 9 45 10 5.5 11 30 10 54
MHS-40 54410 40 38 28 25 6.6 5 9 52 12 5.5 11 35 12 76
MHS-50 54416 50 46.5 32 27 9 5 11 65 12 6.5 15 40 12 124
MHS-63 54422 63 56.5 40 32 9 5 11 75 16 6.5 15 45 16 212
MHS-80 54428 80 72 50 36 11 5 14 95 16 10 18 45 16 420
MHS-100 54434 100 89 60 41 11 5 14 115 20 10 18 55 20 666
MHS-125 54440 125 110 70 50 14 7 20 140 25 10 20 60 25 1,264
MHS-160 54446 160 140 90 55 18 7 20 180 30 10 26 65 25 1,846
MHS-200 54451 200 175 Q90 60 18 7 25 220 30 11 26 75 25 2,950
Subject to change 3.5.3



